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THE INFORMATION DEPICTED ON THIS MAP
REPRESENTS THE RESLULTS OF SURVEYS MADE ON
THE DATE INDICATED AND CAN ONLY BE
CONS IDERED AS INDICATING THE GENERAL
CONDITION EXISTING AT THAT TIME.

SOUNDINGS TAKEN BY: 0. WITHER AND PARTY THIS DRAWING WAS PREPARED USING A CADD SYSTEM.

SOUNDINGS TAKEN ON AUGUST 29, 2002.
70 VIEW A COLOR VERSION OF THIS MAP, POINT
YOUR WEB BROWSER TG bttp://www.Irb.usace.
RAN DATA ON DISK: "HARBOR 2002" army.mil/waterways/survey/survey. him

U.S. ARMY ENGINEER DISTRICT, BUFFALO
CORPS OF ENG INEERS
BUFFALO. NEV YORK _14207-3198

THIS WEB PAGE HAS BEEN TEMPORARILY DISABLED,
PLEASE CHECK BACK LATER.

THE FILES USED IN THE PREPARATION OF THIS
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USACE-Buffalo
This is the harbor drawing for Oak Oarchard Harbor showing the project condition soundings taken during August 2002.

This file shows the entire project of Oak Orchard harbor, New York. The shoaling is up to 6 feet above project depth in the east approach channel, about 2 to 3 feet in the west approach channel and about 2 to 3 feet between the Jetties in the 10 foot project depth.  The project depth in the upper basin is 8 feet with little shoaling.   



